57 Automotive Product Group
Microcontroller & Infotainment Division

augmented

Infotainment Business Unit - System & Applications
Usage description of FW Upgrade tool

Introduction

This document describes how to use Teseo2 Firmware Upgrade tool. This application is
written in C# using Microsoft Visual Studio 2010 Express and is built with .NET 2.0

Framework. Below the minimum system requirements:

Windows XP Service Pack 2 or higher;
.NET 2.0 Framework or higher
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Table 1: Revision history

Usage

In Figure 1 there is the main window of Teseo Il Firmware Upgrade tool:

% STA808x/9x Firmware Upgrade 3.0 E=REER
Port settings
@ UART mode 1 USE mode NMEAbaud rate | 115200 -

Output port ICDM'I - Baud rate

Fimmware options
[] Program onty [ Erase NWM 1024 Size: 800924

[] Recovery CRC: FROBAEE3

CASTAS090_4_5_0_UPG bin
s 57

Idle

Figure 1. Main window

This tool is used to upgrade Teseo Il GNSS firmware. It has two main modes, normal and
recovery.

Normal mode is the default upgrade mode; when normal mode is selected, this tool must be
used on the NMEA port. It works only if an existing firmware is already running and NMEA
port is available. The user must identify this port, configure the tool and start upgrade

process.

Recovery mode is enabled using related Firmware option; see paragraph 4.2 for details.

This mode is very useful when the user wants to recover an unstable firmware release or
force a firmware upgrade without using NMEA interface. When recovery mode is enabled
Teseo Il hardware must be powered off or under reset; the user must configure the tool,
select binary image and start firmware upgrade process. Only when the process started, user
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must switch on the hardware or take it out of reset. This mode works with all Teseo Ill UART
port but it cannot be used in USB mode.

Port settings option

When you click on UART mode button all COM ports available on your PC will be listed in the
Output port box; also, two boxes for the baud rate selection are now selectable.

- NMEA baud rate: this is the UART baud rate used to send the FW Upgrade command
and start the update process. When “Auto” is selected, the tool tries to automatically
detect the baud rate of the select port and use it to send the command;

- Baud rate: this is the UART baud rate used to download the new firmware.

- Output port: COM port used to update the firmware;

Clicking on USB mode button the software will look for any ST GNSS USB Receiver
connected to one of the PC USB port. If no ST GNSS USB Receiver is found, an error
message is displayed on status bar. If the tool find a ST GNSS USB Receiver, this is listed in
the Output port box (Figure 2).

% STAS08x/9x Firmware Upgrade 3.0 ESEE
Port settings
UART mode @ |USE mode 115200
Output port ST GNSS USB Receiver (COM17) - 460300

Fimmware options
[] Program onty [ Erase NWM 1024 Size: 800924

CRC: 5596AEE3

P Load CASTAB090_4_5 0_UPGbin
¥ Start 0 About  AYj

Idle

Figure 2: ST GNSS USB Receiver connected

Firmware options

- Erase NVM: check this flag if you want to erase ST proprietary NVM during firmware
upgrade process. If this flag is checked, the size of NVM can be entered using the related
text box. Value is expressed KB. The default value is 1024;

- Program only: check this flag if you don’t want to erase program memory before writing
new firmware.

- Dump: not available;

- Recovery: check this flag if you want to enable Recovery mode.

On this windows there are two boxes where information about firmware size and CRC code is
displayed; these fields are read-only.
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When you configured all options you can push on Load button to load the firmware binary
image.

4.3 Upgrade process
When all preliminary steps described above are completed, the firmware upgrade process
can be executed by clicking on Start button. A progress bar will be displayed in the status

bar. The update process can be stopped by clicking on Stop button.

When upgrade finished a confirmation message is displayed. If the process failed or was
stopped by the user, no backup firmware can be executed; the only way to re-install a
working firmware is to reset the hardware and start a new upgrade process.
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Disclaimer
IMPORTANT NOTICE — PLEASE READ CAREFULLY

STMicroelectronics NV and its subsidiaries (“ST”) reserve the right to make changes,
corrections, enhancements, modifications, and improvements to ST products and/or to this
document at any time without notice. Purchasers should obtain the latest relevant information
on ST products before placing orders. ST products are sold pursuant to ST’s terms and
conditions of sale in place at the time of order acknowledgement. Purchasers are solely
responsible for the choice, selection, and use of ST products and ST assumes no liability for
application assistance or the design of Purchasers’ products. No license, express or implied,
to any intellectual property right is granted by ST herein. Resale of ST products with
provisions different from the information set forth herein shall void any warranty granted by
ST for such product. ST and the ST logo are trademarks of ST. All other product or service
names are the property of their respective owners. Information in this document supersedes
and replaces information previously supplied in any prior versions of this document.

© 2015 STMicroelectronics — All rights reserved

http://www.st.com
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